












u	 Induced-draft fan, Chimney

	� An induced-draft fan draws the flue gas 

through the spray absorber and the bag filter 

before conveying the clean flue gas to the 

chimney (“stack”). Emission levels in the flue 

gas are continuously monitored at a measuring 

point in front of the stack.

u	 Treatment of residues

	� Dry particulate from the boiler, spray absorber 

and bag filter is conveyed to a residue silo 

where it is directly loaded into silo containers. 

Fly ash is processed in a special treatment facili-

ty.  

There it is recycled into products for the  

building and road construction industries as 

well as for use in renovating mines and landfills.

u	 Slag treatment 

	� Slag is separated from any metals (Fe/Ne metals) 

in a reprocessing plant. The bottom ash is then 

broken up, sieved and separated. After being 

matured for approximately 12 weeks, the aging 

process for slag is completed; it is then recycled 

as insulation material and filler for use in road 

and landfill construction.
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MVV Umwelt 

A Powerful Partner

MVV Umwelt GmbH

Otto-Hahn-Straße 1  

D-68169 Mannheim

Tel.: +49 (0)6 21 2 90-46 01 • Fax: +49 (0)6 21 2 90-46 06

E-Mail: mhkw-ma@mvv.de

www.mvv-umwelt.de

TREA Leuna GmbH

An der B 91, Tor 12, Bau 1216

06237 Leuna

Tel.: (0 34 61) 43-47 90 • Fax: (0 34 61) 43-47 91

E-Mail: h.keller@mvv.de

www.mvv-trea.de

MVV O&M GmbH (www.mvv-oum.de), 

a subsidiary of MVV Umwelt GmbH, manages 

Leuna. The areas of planning, design, construc-

tion, operation and maintenance of incineration 

and biomass facilities have been bundled in MVV 

O&M GmbH.

MVV Umwelt GmbH is a wholly-owned  

subsidiary of MVV Energie, an energy utility in 

Mannheim, and numbers among the market  

leaders in thermal treatment of non-recyclable 

waste (RDF) with an incineration capacity  

totalling 1.6 million tonnes per year as an opera-

tor of decentralised incineration and energy- 

generation facilities in Germany. Since 1997,  

MVV Umwelt has invested a total of Euro 600 

million in new plants and in expanding state-of-

the-art waste-incineration facilities as well as in 

generating electrical power with biomass  

and scrap wood in accordance with the EU’s  

Renewable Energy Act (REA). 

At our locations in Mannheim, Offenbach and 

Leuna, environmentally compatible incinera-

tion of waste from municipalities, industry and 

commerce enables us to generate environment 

friendly electricity, district steam and district  

heating.

Furthermore, MVV Umwelt operates three bio-

mass facilities in Mannheim, Flörsheim-Wicker 

and Königs Wusterhausen to convert scrap 

wood into electricity in accordance with the EU’s 

Renewable Energy Act (REA).

With a combined capacity of 1.6 million tonnes 

per annum, these facilities handle waste safely 

and efficiently for ca. 4.3 million residents from  

25 municipalities across five states.


